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 AC electronic load: CC, CR, CP mode 

 DC electronic load: CC, CV, CR, CP, Short mode 

 Frequency range: 45~450Hz 

 Power range: 0~1800VA/0~3600VA 

 Voltage range: DC: 0~600V, AC: 50~420Vrms 

 Current range: DC: 0~40A, AC: 0~40Arms 

 Up to 9 units are directly connected or three units are 
connected in three phases, and the power is expanded to 
32.4KVA 

 Oscilloscope function, display voltage and current waveform, 
400K sampling rate, waveform trigger, zoom 

 Simultaneous measurement and display: Urms, Irms, P, S, Q, 
Udc, Idc, R, PF, CF, Freq, Uthd, Umax, 

 Imax, Pmax, Vpp, Ipk+ and Ipk- 

 The THD (V) parameter can be measured up to 50 times, as 
shown in the chart 

 CF is set to range 1.414~5.000, and PF is set to range-1.0~1.0 

 Protection functions: OPP, OCP, OVP, UVP, OTP  

 Voltage and current analog monitoring output 

 Support standard SCPI protocol, RS232, USB, LAN 
communication interface, external U disk interface 

 External ON/Off control, and IO port output fault flag 

 7-inch LCD display 

 You can take screenshots and save them to your U disk 

 Record all measurement data to U disk, the minimum 
recording interval is 20ms 

 

 

Product model specification sheet 
 

specificatio
ns  

 voltage 
（rms） 

 current 
（rms）  power   phase 

position   specifications  
 voltage 
（rms） 

 current 
（rms）  power   phase 

position  

DCL8615 50-420V 20A 1.8KVA 1φ DCL8624 50-420V 80A 21.6KVA 3φ 

DCL8616 50-420V 40A 3.6KVA 1φ DCL8625 50-420V 100A 27.0KVA 3φ 

DCL8617 50-420V 60A/20A 5.4KVA 1φ/3φ DCL8626 50-420V 120A 32.4KVA 3φ 

DCL8618 50-420V 80A 7.2KVA 1φ DCL8627 50-420V 140A 37.8KVA 3φ 

DCL8619 50-420V 100A 9.0KVA 1φ DCL8628 50-420V 160A 43.2KVA 3φ 

DCL8620 50-420V 120A/40A 10.8KVA 1φ/3φ DCL8629 50-420V 180A 48.6KVA 3φ 

DCL8621 50-420V 140A 12.6KVA 1φ      

DCL8622 50-420V 160A 14.4KVA 1φ      

DCL8623 50-420V 180A/60A 16.2KVA 1φ/3φ      

 

 

DCL8600 系列交直流电子负载 

DCL8600 Series AC/DC Electronic Load 
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Technical parameter table 
Load type DCL8615 DCL8616 

Exchange parameters 

 rating  

 input voltage  50~420Vrms,600V peak 
 input currenton  0~20Arms,60A peak 0~40Arms,120A peak 

 interiorinput power  1800VA 3600VA 
 frequency  45~450Hz 

Constant current mode 
 range  0.1~20Arms 0.1~40Arms 

 resolution ratio  2 mA 
 accuracy  ±(0.1%+0.2%FS) 

Constant resistance 
mode 

 range  2Ω~2.5KΩ 1Ω~1.25KΩ 
 resolution ratio  16bit 

 accuracy  0.2% +0.01S 

Constant power mode 
 range  1800W 3600W 

 resolution ratio  0.4W 
 accuracy  0.5%+0.5%FS 

Peak factor (CF) 
（CC，CP pattern ） 

 range  1.414~5.0 
 resolution ratio  0.005 

 accuracy  (0.5% / Irms) + 1% FS 
 power factor  

（PF） 

 range  0~1 ahead or behind 
 resolution ratio  0.001 

 accuracy  0.5% + 1% FS,Irms>50mA 
DC parameters 

 rating  
 input voltage  10V~600V 

 input currenton  0.1A~20A 0.1A~40A 
 interiorinput power  0~1800W 0~3600W 

 work pattern  CC、CV、CR、CP 
Short circuit mode Corresponding to the maximum power point or maximum operating current under CC mode 

Measurement parameters 

 current  
 range  0~60A 0~120A 

 resolution ratio  1mA 
 accuracy  0.1%+0.2%FS+0.1%*CF^2*KHZ 

 voltage  
 range  0~600V 

 resolution ratio  10mV 
 accuracy  0.1%+0.1%FS 

Measurement items Urms,Irms,P,S,Q,Udc,Idc,R,PF,CF,Freq,Uthd,Umax,Imax,Pmax,Vpp,Ipk+,Ipk- 
Other parameters 

Protect the limit OCP:21Arms,OVP:430Vrms,OPP:1900W,OTP:85℃ OCP:42Arms,OVP:430Vrms,OPP:3800W,OTP:85℃ 

Voltage monitoring ± 600V/± 10V (isolated) 

Current monitoring ± 60A/± 10V (isolated) ± 120A/± 10V (isolated) 

 joggle  USB、LAN、RS232 
 size  440mm (W) x 132mm(H) x 570mm(L) (3U) 440mm (W) x 264mm(H) x 570mm(L) (6U) 

 weight  26.2KG 38.5 KG 

 

 

 

  

 

 

  


